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DELIVERY INFORMATION: 
Sizes up to 3’ x 4’ can Ship UPS. 

Freight Class 70. 

NAME   PRICE/LIN. FT.    

H-Bar   $5.30
FEATURES:

• Use colored aluminum H-bars for joining two or more panels 
• H-bar has a 1” face and a 1/2” opening 
• Available in lengths up to 12’ 

H-BAR

NAME  PRICE/LIN. FT.

66  $5.30

FEATURES:

• Designed to fit over H-bar, 66 Joint is 1” wide 
• Finished to match writing surface, it covers existing joint and overlaps face sheet 
• Furnished with double-sided tape for easy installation 
• Available in lengths up to 12’ 

66 EXTRUDED ALUMINUM JOINT 

ROLLER AND TROWEL
FEATURES: 

SERRATED STEEL TROWEL 

• Serrated Steel Trowel – ideal for spreading markerboard or chalkboard adhesive – is made of 
masonry trowel steel with a serrated edge with 1/8” notches 

PRESSURE ROLLER 

• Pressure Roller – Lightweight rubber roller designed for erecting vertical wall panels.  
Recommended for installation of markerboard or chalkboard skins

 NUMBER DESCRIPTION WEIGHT PRICE

15A 1 gallon 10 lbs. $85.00
16AT 28 oz. tube 2.75 lbs.  $18.00 
16A-5G 5 gallon  50 lbs.  $337.00 
17 1 gallon 10 lbs. $82.00
18 1 gallon 10 lbs. $120.00
F-38 28oz. tube 2.75 lbs. $23.00

FEATURES: 

15 ADHESIVE 

• Used for installing unmounted tackboard panels 
• Available in one-gallon cans; coverage varies from 80 to 100 sq. ft. 
16 ADHESIVE 

• Used for installing framed markerboards, chalkboards and tackboards as well as unframed panels 
• Available in 28 oz. tubes and 5-gallon cans; one gallon covers approx. 160 sq. ft. area of factory framed 

boards or 80 sq. ft. area of materials. 
17 ADHESIVE 

• Used for installing fabric only (936 Hook-Fab, 3106 Designer Fabric and 1499 Fabricork vinyl fabric) 
• Available in one-gallon cans; coverage varies from 80 to 100 sq. ft. 
18 ADHESIVE

• Water-based adhesive designed for the installation of wall panels over clean, dry, and sound wall surfaces
• One gallon covers approx. 100 sq. ft.  
F-38 ADHESIVE 

• VOC compliant in all 50 states; GREENGUARD Children and Schools certified
• Ultra-low VOC, non-flammable, high performance construction adhesive
• Available in 28-oz. tubes; one tube covers approx. 35 sq. ft. of factory framed boards 

ADHESIVE

 NUMBER DESCRIPTION WEIGHT PRICE

65 Serrated 
Steel 
Trowel

5 lbs. $26.00

64 Pressure 
Roller

4 lbs. $88.00

NUMBER DESCRIPTION PRICE/SQ. FT.

MW1 Steel Skins with matched 
butt joints and adhesive

$14.00

MW2 Mounted LCS panels 
with alum spline joints, 
1016 trim and adhesive

$23.00

Note: If  installation to floor is not required, 264 marker tray 
can be used at bottom of  marker walls.

FEATURES: 

• Cover an entire wall, floor-to-ceiling 
• Ideal for offices, boardrooms, conference rooms, etc. – any where 

ideas are shared 
• Panels butt together for a continuous writing surface 
• Choose from LCS skins with matched butt joints or laminated panels. 

(Laminated panels recommended for use on uneven walls.) 
• Available in 8’ or 10’ heights. Available in lengths up to 12’ 

MARKER WALLS

FEATURES: 

• Cover an entire wall or work space, floor-to-ceiling 
• Ideal for offices, boardrooms, conference rooms, etc. – 

view lengthy  schedules and project planners at a glance 
• Edge-wrapped panels in either Fabricork or Designer 

Fabric butt together for a continuous surface 
• For a more finished look, order panels with fabric covered 

trim, fabric covered H-Bar joints and fabric covered inside 
and outside corners 

• Panels can be custom-made to fit existing walls 
• Available in 8’ or 10’ heights and 4’ increments in length 

TACK WALLS

NUMBER DESCRIPTION PRICE/SQ. FT.

TW1F Edge-Wrapped Fabricork and 
16A Adhesive

$9.00

TW1D Edge-wrapped Designer 
Fabric and 16A Adhesive

$12.00

TW2F Fabricork panel, 1016FC 
fabric covered trim, fabric 
covered H-Bar and 16A 
Adhesive

$14.00

TW2D Designer Fabric panel, 
1016FC fabric covered trim 
and H-Bar and 16A Adhesive

$21.00
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